New infrared/thermal imaging PTZ camera        
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        Model：AJ-CR200         optional shock absorber（CZ51）
The binocular high-definition integrated high-speed dome camera is a product with comprehensive functions. The product is highly integrated and the equipment waterproof level can reach IP66, which can meet the requirements of vehicle installation.

Feature:

The first independent defogging and defrosting module, which truly solves the fogging of the camera lens caused by the temperature difference in the outdoor environment.
It comes standard with an original voltage-stabilized power module that filters external instantaneous unstable currents and keeps the PTZ in a stable state.

The pan/tilt uses a high-precision stepper motor and subdivision drive, which has lower operating noise and high positioning accuracy.
Advanced electromagnetic compatibility testing, using triple lightning protection technology

It adopts industrial-grade components and is suitable for all kinds of severe weather.
The structure is exquisitely designed and the aluminum alloy precision-cast shell is impact-resistant and corrosion-resistant.
It can store 255 preset positions, and the data is memorized when power is turned off. After power-on, it will automatically return to the original state before power-off.
With home positioning function, it can be returned to track, line scan, and preset positions.
Binocular design, optional installation of infrared lights, thermal imaging and other accessories.
Application：

It is suitable for Maritime Safety Administration coastal defense monitoring, port monitoring, border defense monitoring, railway monitoring, airport monitoring and other places.

	Pan manual maximum speed
	220°/S

	 Tilt manual maximum speed
	90°/S

	Pan angle
	360° endless rotation

	Tilt angle
	-20°～ 90°

	Preset 
	255  positions

	cruise
	8

	Auto scan
	8

	Automatic homing function
	support

	patrol
	4

	Auxiliary switch
	2

	control method
	RS485 control, network control, can realize rotation angle return and angle control

	Relative humidity
	90%

	Protection level
	IP66

	Operating temperature
	-35 ℃ ～ 55℃

	Infrared light irradiation distance
	50m

	Infrared light wavelength
	850nm

	power supply
	PTZ power supply DC12V

	Power consumption
	Maximum power of the whole machine≤30W

	Weight
	4KG


Measures and Diagram：(mm)
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