Heavy duty PTZ camera series
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Model：AJ-TZPCX30 
         Model：AJ-TZPCX50 
Feature：

Ultra-large diameter HD fog-transmitting automatic zoom visible light lens, DC drive, automatic aperture, fog-transmitting, preset position, auto-focus

ptz is designed with a large transmission ratio of worm gear, metal structure, copper gear plate, large torque, strong load-bearing capacity, and high self-locking ability after power failure.
The PTZ adopts dynamic voltage drive technology, which has high load capacity, strong wind and earthquake resistance, high stability, and ultra-low speed operation.
 PTZ adopts a super strong aluminum alloy shell, with a protection level of IP66, professional structural design, professional wiper structure, high and low temperature test design, high temperature resistance, ice and snow resistance, and adaptability to extremely harsh climates.
Advanced electromagnetic compatibility testing, using triple lightning protection technology

Can be equipped with a variety of infrared lasers such as 10W/15W/20W to achieve synchronous zooming, the angle is adjustable or automatically adjusted according to the camera magnification
It can be equipped with 50MM/75MM/100MM thermal imaging. The infrared thermal imaging camera is a product used to detect the infrared radiation of the target object and convert the temperature distribution image of the target object into a video image through photoelectric conversion, electrical signal processing and other means.
Using the third generation uncooled vanadium oxide (VOx) infrared focal plane detector, 320×240 pixels
Application：

Forest fire prevention, safe cities, prisons, warehouses, oil fields, long-distance pipelines, large factories, mining areas, freight yards, border defense lines, maritime and fishery administration, ecological reserves, reservoirs, military bases, etc.

Specifications：
	PTZ
	PTZ load capacity
	Top load 30KG
	Top load 50KG

	
	Pan manual speed control
	0.1°/S ～20°/S
	0.1°/S ～20°/S

	
	Tilt manual speed control
	0.1°/S ～10°/S
	0.1°/S ～10°/S

	
	Tilt angle
	+40°～ -45°
	+40°～ -45°

	
	Pan angle
	360° endless rotation

	
	Preset
	256 

	
	cruise
	8

	
	Auto scan
	8

	
	Automatic homing function
	support

	
	Patrol
	4

	
	Auxiliary switch
	2 group

	
	control method
	RS485 control, which can realize rotation angle return and angle control

	General 
	Relative humidity
	90%

	
	Protection level
	IP66

	
	Working temperature
	-40 ℃ ～ 55℃

	
	Power supply
	AC24V/DC24V

	
	Power consumption
	≤100W


Dimension:(unit:mm)
AJ-TZPCX30
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AJ-TZPCX50
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