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Vehicle hard disk video recorder
Model：AJ-MD5043

WL-MD5043 series vehicle DVR is a dedicated DVR product for vehicle video and audio monitoring using an embedded Linux operating system. It supports HDTVI camera, AHD, and CVBS access, supports 1-channel CVBS video and audio output, and has high-definition video and audio codec, 4G Wireless network transmission, satellite positioning, data security storage, hard disk vibration protection, alarm input and output, driving information collection, extended serial port peripheral access and other functions, and provides flexible channel selection and coding solutions, especially suitable for all types of buses and passenger transport Video and audio monitoring needs for buses, school buses, taxis, coaches, dump trucks and other vehicles.

Feature：

Supports 4-channel analog high-definition camera access and 1080P encoding. Support standard H.264/H.265 code stream, support dual code stream；
Equipped with 1 CVBS video and audio output；
Equipped with 1 VGA video output interface, the highest resolution can reach 1920*1080；
The new vehicle-specific GUI interface has good user experience and supports WEB login, making the operation simple and convenient；
Supports access to two 2.5-inch HDD/SSD hard drives, the access method is pluggable， 

Support DBA functions: fatigue, distraction, talking on the phone, smoking, not wearing seat belts, leaving work, infrared blocking sunglasses detection and early warning
The hardware design has a power-off protection function. In the event of a sudden power outage, the device can automatically activate the supercapacitor to achieve normal shutdown, effectively avoiding the loss of critical data and extending the life of the hard disk；
Built-in 4G wireless module and WIFI module provide flexible wireless transmission solutions. The communication module is pluggable to facilitate network module upgrades；
Built-in high-sensitivity satellite positioning module supports GPS/BD positioning, and the positioning information is synchronously encapsulated into the video stream；

Equipped with an information collection interface, it can collect driver’s left turn, right turn, braking, reversing and other information.
The main interfaces all use vehicle-specific aviation plugs to ensure stable signal connection.
Equipped with delayed shutdown (0 minutes to 6 hours) and 24-hour timer on and off functions;
Wide power input (DC +9 ~ +36V) to meet automotive electrical characteristics requirements;
The aluminum chassis has good adaptability to the vehicle working environment;

Support left and right mirroring of the reversing camera;
Supports Ehome protocol docking platform to realize remote preview, playback, configuration and other functions.
Application：

Suitable for all types of buses, passenger buses, school buses, taxis, coach buses, muck trucks and other environments.

Note: The suffix /GLE/WI corresponds to full Netcom and 2.4GWIFI functions, the suffix /GLE/WI58 corresponds to full Netcom and 5.8GWIFI functions, the suffix /GLE corresponds to full Netcom, and no suffix corresponds to no 4G network.
